CHARACTERISTICS OF A VERTEX STREAMER CHAMBER
F. Rohrbach - CERN, Geneva.

HYDROGEN STREAMER CHAMBER UP TO ATMOSPHERIC PRESSURE

A "PICKET FENCE" AND A VETO COUNTER FOR GARGAMELLE EXPERIMENTS
Gargamelle Collaboration

THE ESTIMATION OF THE INITIAL ENERGY OF ELECTRONS LOSING ENERGY BY BREMSSTRAHLUNG
BEAM

HARDWARE PROCESSING OF DATA FROM MULTILAYER IONIZATION DETECTORS
I. Lehraus - CERN, Geneva.

DEVELOPMENT OF A 150 m² PROPORTIONAL CHAMBER SYSTEM WITH A 1 MILLION BIT BUFFER - The EMI for BEBC

A TAGGING SYSTEM FOR THE S3 BEAM
I. Lehraus - CERN, Geneva.

DEVELOPMENT OF AN ON-LINE CONTROL SYSTEM FOR THE RF SEPARATED HADRON BEAMS TO BEBC

INSTR

DESCRIPTION DU SOFTWARE BESSYMATIC
E. Arnestrand et P. Lecoq - CERN, Geneva

CRTs FOR ERASME - A detailed review
H. Anders, R.E.S. Berglund and J. Oropesa
CERN, Geneva.


SST, A DEVICE TO TEST THE STABILITY OF THE SPOT-POSITION ON A MICROSPOT CRT
H. Anders and R.E.S. Berglund
CERN, Geneva.
INSTR (Cont'd)

STATUS OF THE ERASME SYSTEM
Erasme Group - presented by H. Drevermann
CERN, Geneva.

LTL

DIFFERENCES IN SHIELDING VERSUS TRAPPING BEHAVIOUR
OF DYNAMICALLY STABILIZED Nb-Ti CYLINDERS

CERN/EF/INSTR 76-4
(CERN/DD 76-10)
29 April 1976
Submitted to:
Padova Conf.

CERN/EF/LTL 76-1
11 October 1976
Submitted to:
Cryogenics