Merits of a Sub-Harmonic Approach to a Single-Pass, 1.5 A FEL

W.M. Fawley, H.-D. Huhn, R. Bonifacio, and E.T. Scharlemann

March 1995
DISCLAIMER

This document was prepared as an account of work sponsored by the United States Government. While this document is believed to contain correct information, neither the United States Government nor any agency thereof, nor The Regents of the University of California, nor any of their employees, makes any warranty, express or implied, or assumes any legal responsibility for the accuracy, completeness, or usefulness of any information, apparatus, product, or process disclosed, or represents that its use would not infringe privately owned rights. Reference herein to any specific commercial product, process, or service by its trade name, trademark, manufacturer, or otherwise, does not necessarily constitute or imply its endorsement, recommendation, or favoring by the United States Government or any agency thereof, or The Regents of the University of California. The views and opinions of authors expressed herein do not necessarily state or reflect those of the United States Government or any agency thereof, or The Regents of the University of California.

Lawrence Berkeley National Laboratory
is an equal opportunity employer.
"Merits of a Sub-Harmonic Approach to a Single-Pass, 1.5 A FEL"

W. M. Fawley, H.-D. Huhn, R. Bonifacio and E. T. Scharlemann

Center for Beam Physics
University of California
Lawrence Berkeley Laboratory
Berkeley, California 94720

March, 1995

*This work was supported by the Director, Office of Energy Research, Office of High Energy and Nuclear Physics, Division of High Energy Physics, of the U.S. Department of Energy under Contract No. DE-AC 03-76SF00098.
MERITS OF A SUB-HARMONIC APPROACH TO A SINGLE-PASS, 1.5-Å FEL

W.M. Fawley, Lawrence Berkeley Laboratory, University of California
Berkeley, CA 94720 USA
H.-D. Nuhn and R. Bonifacio†, Stanford Linear Accelerator Center, Stanford University
Stanford, CA 94309 USA
E.T. Scharlemann, Lawrence Livermore National Laboratory, University of California
Livermore, CA 94550 USA

Abstract

SLAC/SSRL and collaborators elsewhere are studying the physics of a single-pass, FEL amplifier operating in the 1–2 Å wavelength region based on electron beams from the SLAC linac at 15 GeV energy. Hoping to reduce the total wiggler length needed to reach saturation when starting from shot noise, we have examined the benefits of making the first part of the wiggler resonant at a subharmonic wavelength (e.g. 4.5 Å) at which the gain length can be significantly shorter. This leads to bunching of the electron beam at both the subharmonic and fundamental wavelengths, thus providing a strong coherent “seed” for exponential growth of radiation at the fundamental in the second part of the wiggler. Using both multi-harmonic and multi-frequency 2D FEL simulation codes, we have examined the predicted performance of such devices and the sensitivity to electron beam parameters such as current, emittance, and instantaneous energy spread.

I. Introduction

Over the past several years, there has been an ongoing study of the feasibility of constructing an FEL operating at x-ray wavelengths (i.e. 1-5 Å) based on 15-GeV energy electron beams produced by the SLAC linac[1]. The device, provisionally named the Linac Coherent Light Source (LCLS), would operate in a single-pass amplifier configuration employing self-amplified spontaneous emission (SASE). Since the effective shot noise seed for SASE in this case is 10 kW and the expected saturation power is 1–50 GW, the wiggler must encompass approximately 15 gain lengths. For peak bunch currents of 5 kA and normalized emittances of 1–2 mm·mmrad, gain lengths are typically 2 m or longer. Hence, the required wiggler length lies in the 30-50 m range unless some means is found to shorten the average gain length. One such possibility is making the first part of the wiggler resonant at a subharmonic of the ultimate wavelength sought (e.g. 4.5 Å compared with 1.5 Å). In this portion of the wiggler, the electron bunches at the resonant (subharmonic) wavelength and shorter wavelength harmonics, thus providing a strong, coherent seed for exponential growth at the resonant, fundamental wavelength of the second part of the wiggler.

This configuration has been suggested previously (see, e.g., [2] [3]), although in these cases the input signal was provided by a “master-oscillator” laser. Since SASE’s coherence length is relatively short and spectral bandwidth relatively large when compared with those of a master oscillator, the positive results found in [2] [3] need to be re-evaluated for the LCLS study. Using the simulation codes GINGER and NUTMEG [4] [5], we have examined the performance of the sub-harmonic approach to a SASE-initiated 1.5 Å FEL.

Subharmonic bunching is potentially attractive because of its faster exponential growth rate compared to that of the fundamental. The growth rate scales linearly with the dimensionless FEL parameter [6] ρ where

$$\rho^3 = \frac{\omega_p^2 a_w^2 j_B^2}{16 \gamma^3 k_w^2 c^2}$$

(1)

Here $k_w$ is the wiggler wavenumber, $\omega_p$ is the beam plasma frequency, $a_w$ is the dimensionless RMS wiggler vector potential, $j_B$ denotes the Bessel function coupling term for a linearly-polarized wiggler, and $\gamma$ is the usual Lorentz factor for the beam electrons. In the LCLS, the dominant focusing will be provided by external quadrupoles (the extremely low beam emittance permits this) so $\omega_p^2$ remains nearly constant in the two wiggler regions. For $a_w \geq 2$, $(\rho_1/\rho_2) \sim ((\lambda_{1,1}/\lambda_{1,2})/(\lambda_{w,1}/\lambda_{w,2}))^{1/3}$ where the subscripts 1 and 2 refer to the first and second wigglers respectively. Although the growth rate can be reduced by a number of effects such as instantaneous energy spread, transverse emittance, and diffraction, these play a relatively small role for the adopted LCLS parameters (see Table 1) and we expect the ratio of gain lengths between 4.5 Å and 1.5 Å to follow closely the ratio in $\rho$ which is about 1.64. Consequently, one might expect to achieve an ~30% reduction in overall wiggler length presuming good “coupling” efficiency in bunching from the first to the second wiggler.

There is a number of phenomena which might reduce the coupling efficiency and performance of the second wiggler, in particular when compared to a single wiggler resonant its entire length with $\lambda_s = 1.5$ Å. First, as realized in ref. [2], the instantaneous energy spread induced by the first wiggler will reduce the gain of the second. To limit
Table 1. Parameters and Simulation Results

<table>
<thead>
<tr>
<th>RUN</th>
<th>Single λ, Config.</th>
<th>3λ, &gt; λ, Config.</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td>A</td>
<td>B</td>
</tr>
<tr>
<td>λ_y</td>
<td>4.5 Å</td>
<td>1.5 Å</td>
</tr>
<tr>
<td>λ_w</td>
<td>40 mm</td>
<td>30 mm</td>
</tr>
<tr>
<td>a_w</td>
<td>4.27</td>
<td>2.75</td>
</tr>
<tr>
<td>L_w</td>
<td>23 m</td>
<td>40 m</td>
</tr>
<tr>
<td>ρ</td>
<td>2.4 × 10^{-3}</td>
<td>1.5 × 10^{-3}</td>
</tr>
<tr>
<td>Δγ/γ</td>
<td>5.7 × 10^{-4}</td>
<td>1.3 × 10^{-3}</td>
</tr>
<tr>
<td>P_out</td>
<td>120 GW</td>
<td>30 GW</td>
</tr>
<tr>
<td>τ_{1/2}</td>
<td>0.17 fs</td>
<td>0.14 fs</td>
</tr>
<tr>
<td>Δω/ω_0</td>
<td>1.6 × 10^{-3}</td>
<td>6.7 × 10^{-4}</td>
</tr>
</tbody>
</table>

Figure 1. Autocorrelation time τ_{1/2} vs. z for different GINGER runs. (A) SASE-initiated λ_y = 4.5 Å, run to saturation at z = 23 m (B) SASE-initiated 1.5 Å run to 40 m, slightly short of saturation (C) Same as run A but with only 16 m of wiggler (D) λ_y = 1.5 Å begun at z = 16 m using the bunched output electron beam of run C as a subharmonic “seed”.

The NUTMEG results suggest that the first wiggler should be about 20 m in length at whose end there will be about 1 GW of 4.5 Å power and a factor of 50 less at 1.5 Å for a linearly polarized wiggler. All the runs presented here adopted a helically-polarized wiggler and hence the bunching at the odd harmonics will be due only to the radiation field at the fundamental. According to NUTMEG, a second wiggler of 20 m length will result in about 40 GW of power at 1.5 Å which is not significantly different from what a simpler, single wiggler configuration resonant at 1.5 Å would give for a total length of 40 m.

The GINGER simulations listed in Table 1 were done with full temporal and radial resolution of the radiation field and electron beam, and thus include the effects of shot noise, diffraction, optical guiding, and betatron motion of the individual beam particles. We adopted periodic boundary conditions in time with an equivalent “window” of 1.2 fs as compared with the slippage length/c of 0.6 fs in the first wiggler and 0.4 fs in the second. After making a number of trial runs for the subharmonic-seeded configuration (i.e. runs C/D) we adopted a first wiggler length of 16 m which is approximately 8 m (≈ 4 gain lengths in power and 2 in bunching) short of overall saturation at 4.5 Å. This wiggler length is shorter than the value of 20 m suggested by the NUTMEG runs. The difference lies in the fact that at a given z, the particle bunching, instantaneous energy spread, and radiation power have temporal “spikes”, with peak bunching values at λ = 4.5 Å being ≥ 1.6 times greater than the average value of 0.09. Hence, for a given energy spread acceptance of the second wiggler, the allowable output bunching of the first wiggler, when initiated with SASE, will be smaller than that permissible for a monochromatic input field.

II. Simulation Results

We performed a number of simulations of the subharmonic seeding configuration for a SASE-initiated, 1.5 Å FEL with the 2D, multiple harmonic code NUTMEG and settled on the wiggler parameters listed in Table 1. Although NUTMEG is not a fully time-dependent code, it gives a reasonably accurate answer for the overall growth in SASE power when initiated with a monochromatic input radiation field quantitatively equivalent to shot noise.
probably not critical for most proposed LCLS applications, it is undoubtedly due to the higher instantaneous energy spread induced by the first wiggler resonant at 4.5 Å. Time-resolved plots (Fig. 3) of the output power of these two runs shows that while the subharmonic seeded run had less average power, it also has fewer spikes and a greater peak output flux within the spikes. As predicted in refs. [7][8], the relative temporal fluctuation of the output power $\delta P / <P>$ is of order 1 which may have undesirable consequences for some LCLS applications.

We have also studied the sensitivity of the subharmonic seeded configuration to LCLS beam parameters such as emittance. With as little as a 50% increase of normalized emittance to 1.5 $\pi$ mm-mrad, the 4.5 Å power at the output of the first wiggler drops to 0.12 GW and the average bunching to 0.03. The 1.5 Å output power at $z = 40$ m from the second wiggler drops to 1.4 GW (as compared with 22 GW in run D), the gain length increases to 2.8 m from 2.4 m, and probably another 7-10 m is needed for saturation. Consequently, a longitudinal variation in transverse emittance as small as 30-50% will be transformed into an extremely large variation in output power for a given wiggler configuration. The same sensitivity applies to beam current. To be fair, note that any configuration requiring ~ 15 exponential gain lengths is likely to be sensitive to parameters such as emittance and current. There is less sensitivity to the instantaneous energy spread because of its relatively small value compared to $\rho$ (see Table 1) although it, together with the effective energy spread due to emittance, does appear large enough to prevent LCLS optical klystron configurations working well at $\lambda_s = 1.5$ Å.

Based upon these results, we do not believe that the subharmonic, double wiggler approach to producing a high power 1.5Å FEL, given its greater complexity, is particularly attractive relative to the simpler, single wiggler configuration for the presently adopted LCLS parameters.

References


